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Freightliner Cargo Service Repair Workshop Manual
 Complete workshop & service manual with electrical wiring diagrams for Freightliner Cargo Vans, Freightliner Sprinter. It’s the same service manual used by dealers that guaranteed to be fully functional and intact without any missing page.
Freightliner Cargo.pdf.
This Freightliner Cargo & repair manual (including maintenance, overhaul, disassembling & assembling, adjustment, tune-up, operation, inspecting, diagnostic & troubleshooting…) is divided into different sections. Each section covers a specific component or system with detailed illustrations. A table of contents is placed at the beginning of each section. Pages are easily found by category, and each page is expandable for great detail. The printer-ready PDF documents work like a charm on all kinds of devices.
Freightliner Cargo Service Repair Workshop Manual
The Gunite 1 automatic slack adjuster has two main functions:
 • As a lever it converts the straight-line force of the brake chamber push rod to torque on the brake camshaft. Rotation of the camshaft forces the brake shoes against the drum. Freighliner Service Repair
 • As an automatic adjuster, it maintains the lining-to-drum clearance needed for proper brake chamber push rod stroke.
 The slack adjuster is installed between the brake chamber push rod and the brake camshaft. A clevis connects the brake chamber push rod to the top of the slack adjuster. The bottom of the slack adjuster is splined to the brake camshaft. The splines hold the slack adjuster internal gear to the camshaft, so the camshaft turns when the slack adjuster moves.
 When the brakes are applied, the brake chamber push rod moves outward forcing the slack adjuster and camshaft to rotate.
This movement forces the brake shoes against the drum. The brakes are adjusted when the slack adjuster senses an increase in the lining-to-drum clearance. The slack adjuster’s internal worm shaft and ratchet shorten excessive lining-to-drum clearance. This provides maximum leverage for the brake chamber push rod. The automatic slack adjuster adjusts the brakes at the beginning of the brake application.
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Free shipping by emailPrice: $39.99
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